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Whether for a local station or public broadcaster, in a self  
operated or a traditional radio studio – the crystal template   
‘Radio On-Air’ has everything you need for everyday broad- 
casting. It starts with the microphone connection, which, with  
the crystal, comprises two inputs for the DJ and two inputs for 
guest microphones. How about going live to a sports arena or a 
phone-in competition? With two hybrid lines, plus conference 
buses and a control output, you can start immediately. Further 
features: feeds can easily be connected to your mixing console 
via one of the four AES or analogue line inputs. 

For communication between DJ, guests and technicians, the  
internal talkback is ready to go, while the external talkback  
system guarantees undisturbed contact with the outside world. 
In addition, you will be reassured by the crystal's control facilities  
– for example, red light signalling and monitor muting, and 
the entire programme can be transmitted in analogue or digital  
formats. As you can see, with the radio template you can get into 
the programme straight away – without complicated configura-
tion or lengthy and tiring setup times. 

Standard configuration ‘Radio On-Air’:
The smart solution for radio hosts.
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A computer for which you fi rst have to write the programs? 
Not everyone’s idea of fun! This is why we have developed a 
range of intelligent standard confi gurations, based on many 
years of experience and the user feedback we have received. 
The result: the crystal user templates that are particularly con-
vincing where it is important – in practical and everyday opera-
tion. The proof is in the templates themselves: your console 
is ready for use after just a few adjustments; long preparation 
times are not required, and you can concentrate right from the 
start on what is most important – your programme. Benefi t 
from these new standards in user guidance, and select the 
confi guration that suits your application! 

Ready, Steady, Go:
User templates ensure a rapid start. 
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Standard configuration ‘Edit Suite’:
The smart solution for editors.

An enormous variety of requirements await you at the editing 
workstation. This is why the ‘Edit Suite’ standard configuration  
provides a host of pre-programmed settings that are perfectly 
suited to various applications in radio and TV. Thanks to four  
digital and six analogue inputs, a variety of feeds can be  
connected, and two microphone inputs allow additional contribu-
tors to be easily added to the content. And what if a telephone  
interview is called for? 

Here too, the pre-prepared hybrid channel proves the practical 
suitability of user templates. And that’s not all, directly from 
the console, without the use of external hardware, an optional 
SDI interface card enables the de-embedding and embedding 
of audio signals – in both HD and SD video formats. Naturally, 
the editing configuration leaves nothing to be desired in terms of 
talkback, signalling and listen facilities. 
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The crystal is very convincing as a reliable everyday partner. 
For this reason, our standard confi gurations are arranged to 
fulfi l most conventional requirements. But what happens if your 
specifi c application requires a special functionality? The crystal 
is already prepared for this eventuality. Besides operation with 
user templates, the console’s fl exible technology also permits 
modifi ed confi gurations – and the consequent possibility of 
adapting the console to your personal requirements; if you’d 
like to know more, we’ll be happy to tell you. 

As individual as you want it:
crystal confi guration.
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Technical data:
Everything at a glance.

Control surface
 Control surface variants with up to 16 faders
 Compact design with case height only 3 cm / 1.2”
 Dimensions incl. controls: 

  - Height 4.9 cm / 1.9”, depth 38.4 cm / 15.2”
  - Width 4-fader model 26.5 cm / 10.5” 
  - Width 8-fader model 53.0 cm / 20.9”
  - Width 12-fader model 71.5 cm / 28.2”
  - Width 12-fader split 37.0 cm / 14.6” + 34.5 cm / 13.6”
  - Width 16-fader model 90.0 cm / 35.5”
 Long-life 100 mm faders with dust protection
 OLED displays (160° visible angle) 
 Buttons with multi-colour backlight (RGB)
 Ambient light sensor for automatic brightness control 
 Fully stand alone operable, opt. touchscreen software

System core
 Base Unit 19” / 1 RU with control system, signal processing 

  and audio interfaces
 Depth: 39.4 cm / 15.6”, incl. connectors 41.4 cm / 16.3”
 Integrated routing matrix (non-blocking) with up to 288 inputs 

  and 292 outputs
 Active cross ventilation, system-controlled
 Integral wide-ranging power supply 100...240 V AC or 

  alternatively 12 V DC connection

Signal processing
 Up to 16 fader channels with input gain and pan/balance
 Up to 128 definitions for sources and summing buses
 16 Equalisers: 3 fully parametric bands and 2 filters (mono*)
 8 Dynamics units: gate, expander, compressor 

  (mono or stereo)
 8 Limiters (mono or stereo) 
 4 Delays: up to 240 ms 
 24 Summing buses (mono* including PFL)
 16 Minimixers (2 x 2 mixers for monitoring, stereo-to-mono, etc.)

  (*Stereo coupling possible)

Control
 Programmable logic core (red light, fader start, 

  broadcast button, talkback integration etc.)
 Integrated n-1/conference logic
 2 PFL buses possible
 Serial interface for integration with radio automation systems
 Networking via TCP/IP

Synchronisation
 Wordclock input and internal generator
 Optional sync via MADI
 48 kHz and 44.1 kHz sampling rates 

Interfaces
 4 Analogue mic inputs (usable as line inputs)
 4 Analogue line inputs
 8 Analogue line outputs
 2 Headphone outputs (stereo)
 4 AES3 inputs (stereo) with sample rate converter (SRC)
 4 AES3 outputs (stereo)
 GPIO (8 optocouplers, 8 relays)
 Optional MADI extension with 4 ports
 2 slots for I/O extension with:

  - 8 Analogue line in/out
  - 4 AES3 in/out (stereo) with input SRC
  - HD/SD SDI embedder/de-embedder (4 x stereo)

Configuration and maintenance
 Software for system configuration and logic programming
 Integral web server for system diagnosis
 Dedicated SW tool for software updates
 Remote maintenance using VPN

VisTool (option)
 Software for the enhancement of the control surface, 

  support of touchscreens
 Visualisation of DSP parameters, signal levels and states
 Additional functions and controls (e.g. timer, snapshots) 
 Min. PC requirements: PentiumIII-800 MHz with 512 MB 

  RAM, OS Windows® XP Professional, Ethernet interface
 Supported resolutions: SVGA, XGA, SXGA, SXGA+, WSXGA,   

  WXGA, UXGA

Panels (option)
 Several panel variants (19”/1 RU) with illuminated buttons, 

  LCD-keys, potentiometers and GPIO
 Control of logic functions and level adjustment for 

  e.g. conferences, talkback and monitoring
 Connection of up to 15 panels via CAN-Bus (opt. TCP/IP)

Please note that certain system components and functions may require 
individual configuration, which may incur additional costs, depending on 
the respective service provided.

As of September 2008. No responsibility is accepted for printing errors.
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